
208    

 NUMBER OF TAPS
1-2-3

 NUMBER OF TOWERS
1

 SPECIFICATIONS
Stainless steel recirculation, 8 mm stainless steel inlet

 ACCESSORY VARIANTS
Taps – classic

 COLOUR DESIGN
Stainless steel/oak

SOUDEK dispense TOWER
SOUDEK DISPENSE TOWER – exclusive design combining high quality oak wood and 

stainless steel tower with 1-3 taps.
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ADVANTAGES AND FUNCTIONAL 
CHARACTERISTICS OF LINDR 
DISPENSE TOWERS:

STAINLESS BODY – the entire tower is made 
of stainless steel. The materials used meet the 
strictest hygienic standards and guarantee 
long service life of LINDR dispense towers.
TUBING – 8 mm tube diameter.
DESIGN – polished stainless steel body
without welds.



210    

LINDR soudek tower
1- 3x Tap
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LINDR SOUDEK 1-3 stainless
steel/OAK 8
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technical parameters
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product model
ILLUMINATED ADVERTISING

connection -  inlet 8 mm stainless steel inlet
with recirculation coil right to the tap

NUMBER OF taps (PCS)

weight (kg)

COLOR DESIGN polished stainless steel

OPTIONAL ACCESSORIES

COLOR DESIGN PVD gold

CHOICE OF TAP

CHOICE OF MEDALLION

connection -  inlet 10 mm stainless steel inlet
with recirculation coil right to the tap

possible customized options
COLOR DESIGN ACCORDING TO RAL SAMPLES

COLORED DESIGN of sandblasting

Note
We will be happy to inform you regarding custom modifications (contact us).

LINDR soudek tower 1x tap LINDR soudek tower 2x tap LINDR soudek tower 3x tap

no no no

yes yes yes

1 2 3

4,9 5,3 6,2

yes yes yes

X yes X yes X yes

X X X

X X X

X X X

 yes  yes  yes

X X X

sandblasting stainless steel pvd gold


